
Building Product Information Sheet
Product name:

Product line (the product line from which the product is customised):

Product description and its intended use (measurements, materials, usage):

Product identifier (if applicable):

Place of manufacture:
  Aotearoa New Zealand   Overseas

Legal and trading name of the manufacturer(s):

Legal and trading name of the importer (if applicable):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone No. (if applicable):

NZBN (if applicable):

BRM 8582 03/23

CLASS 1
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Relevant Building Code clauses:

Statement on how the building product is expected to contribute to compliance:

• options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
• standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
• physical properties of the building product

• how the building product is intended to be used.
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Limitations on the use of the building product:

Design requirements that would support the use of the building product:

Installation requirements:
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Maintenance requirements:

Is the building product/building product line subject to warning or ban under section 26?:

 Yes   No

If yes, description of the warning or ban under section 26:

Date: D  D  M M  Y  Y1  9  0 6  2  3


	002: N/A
	001: Iplex VOLTA PVC-U Electrical Conduit and Electrical Cable Duct
	003: Product: Iplex Volta PVC-U Conduit and CableductGeneral Description: PVC-U Electrical Conduit and Cable duct for above/below ground applications Iplex Volta PVC-U Electrical Conduit and duct COLOURED ORANGE is intended for underground application or above ground  application when permanantly shielded or shaded from direct sunlightIplex Volta PVC-U Electrical Conduit COLOURED GREY   is intended for exposed above ground  applications   - Iplex VOLTA PVC-U Electrical Conduit: Nominal Diameters 20 – 50 mm- Iplex VOLTA PVC-U Electrical Cableduct: Nominal Diameters 80 – 150 mmManufacturing Standard: Manufactured in accordance with AS/NZS 61386.21 Conduit Systems for cable management Part 21: P  (S Mark LIC 2901 and LIC 2910)Material: PVC- U.Joint Mechanism: Solvent cement joints with preformed sockets and spigot
	004: Iplex VOLTA
	005: Yes
	006: Off
	012: 4414
	013: iplex,co.nz
	024: info@iplex.co.nz 
	025: 0800 800 262
	026: 9429038010378
	007: Iplex Pipelines NZ Ltd
	008: Iplex Pipelines NZ Ltd
	009: 67 Malden St
	010: Roslyn
	011: Palmerston North
	016: B2 Durability: Performance Clauses B 2.3.1 (a)  (i), (ii) and (iii),  (b)  and (c)  Correctly designed and installed drainage or pressure systems using Iplex® VOLTA Conduits and Cable Ductswill satisfy the performance requirements of both  Clause B2.3.1 (a) (50 years - services which are difficult to access or replace) and Clause B2.3.1 (b) (15 years - services which are moderately difficult to access or replace).  G9 Electricity quotes Electricity (Safety) Regulations 2010, which quotes AS NZS 3000, which quotes AS / NZS 61386.21. (Clause 3.9.7.1.2 (b) (i) Iplex Volta complies to AS / NZS 61386.21 (S Mark LIC 2901 and LIC 2910) 
	014: B2 Durability: Performance Clauses B 2.3.1 (a)  (i), (ii) and (iii),  (b)  and (c) G9   Electricity 
	017: Iplex® Volta PVC-U Electrical Conduits and Cable Ductsshould not be used:- Orange coloured pipe,  when permanently exposed to sunlight above ground- for any non electrical application (particularly communications, water, sewer, or pressure)
	018: Design Requirements requiring compliance to B2 and G9 support the use of Iplex VOLTA PVC-U Electrical Conduits and Cable Ducts 
	029: Design & Installation: Iplex VOLTA PVC-U Conduits and Cable ducts  should be installed in accordancewith the  AS / NZS 3000 - Electrical Installations (Wiring Rules) 
	019: None in normal service
	022: Off
	023: 01
	027: 
	028:  


