
Building Product Information Sheet
Product name:

Product line (the product line from which the product is customised):

Product description and its intended use (measurements, materials, usage):

Product identifier (if applicable):

Place of manufacture:
  Aotearoa New Zealand   Overseas

Legal and trading name of the manufacturer(s):

Legal and trading name of the importer (if applicable):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone No. (if applicable):

NZBN (if applicable):

BRM 8582 03/23

CLASS 1
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Relevant Building Code clauses:

Statement on how the building product is expected to contribute to compliance:

• options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
• standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
• physical properties of the building product

• how the building product is intended to be used.
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Limitations on the use of the building product:

Design requirements that would support the use of the building product:

Installation requirements:
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Maintenance requirements:

Is the building product/building product line subject to warning or ban under section 26?:

 Yes   No

If yes, description of the warning or ban under section 26:

Date: D  D  M M  Y  Y1  9  0 6  2  3


	002: N/A
	001: Iplex Rainwater PVC-U Spouting and Downpipe System
	003: Description: Iplex Rainwater™ Systems are a range of PVC-U rainwater systems which includes spouting, downpipes and various fittings. The available profiles are Iplex Polyflow™, and Iplex Square™Iplex Rainwater™ Systems are  -  a rainwater management system for the collection and disposal of rainwater from flat and pitched roofs; and,- for use as external spouting on buildings designed, constructed and installed to meet the requirements of the NZBC; and,- used on buildings situated in NZS 3604 Wind Zones up to, and including, Extra High.
	004: Iplex Rainwater
	005: Off
	006: Yes
	012: 4414
	013: iplex,co.nz
	024: info@iplex.co.nz 
	025: 0800 800 262
	026: 9429038010378
	007: Polypipe Building Products, (Genuit Group Plc, ) Broomhouse Lane, Doncaster, United Kingdom
	008: Iplex Pipelines NZ Ltd
	009: 67 Malden St
	010: Roslyn
	011: Palmerston North
	016:  In the opinion of BRANZ, (Appraisal 1180 (2022) Iplex Rainwater™ Systems, if designed, used, installed and maintained in accordance with the statements and conditions of this Appraisal, will meet or contribute to meeting the following provisions of the NZBC:- Clause B2 DURABILITY: Performance B2.3.1 (c) 5 years. Iplex Rainwater™ Systems meet this requirement. See Paragraph 9.1.- Clause E1 SURFACE WATER: Performance E1.3.3 (a), (b), and (d). Iplex Rainwater™ Systems meet these requirements. See  Paragraph 11.1.- Clause F2 HAZARDOUS BUILDING MATERIALS: Performance F2.3.1 Iplex Rainwater™ Systems meet this requirement.
	014: Clause B2 DURABILITY: Performance B2.3.1 (c) 5 years. Iplex Rainwater™ Systems meet this requirement. See Paragraph 9.1.Clause E1 SURFACE WATER: Performance E1.3.3 (a), (b), and (d). Iplex Rainwater™ Systems meet these requirements. See Paragraph 11.1.Clause F2 HAZARDOUS BUILDING MATERIALS: Performance F2.3.1 Iplex Rainwater™ Systems meet this requirement.
	017:  - Components must be protected from damage and weather until installed- Not to be used for internal or concealed rainwater gutters, internal or concealed rainwater downpipes or syphonic rainwater systems  
	018:  Iplex Rainwater Systems Specification and Installation Guide and Iplex Rainwater design guidelines  at https://www.iplex.co.nz/assets/Uploads/Iplex-Rainwater-Specification-Installation-Guide_compressed.pdf7.1 Design consideration must be given to the relationship and position of downpipes and capacity ofspouting relevant to the roof areas and roof pitches. Refer to Table 1 for effective cross-sectionalareas of the gutter profiles. NZBC Acceptable Solution E1/AS1 can be used to verify the adequacyof the roof drainage design. Additional guidance is available in BRANZ Bulletin Issue 509 Sizing ofgutters and downpipes. 7.2 Detailing of the supporting structure (fascia, soffit bearer and associated roof framing) is theresponsibility of the designer to ensure structural adequacy to support Iplex Rainwater™ Systems.7.3 The recommended minimum fall for Iplex® spouting is 1:500. However an absolute minimum fallof 1:2,000 is acceptable where necessitated by the particular installation. The spouting must besloped such that it discharges to the downpipe in accordance with NZBC Acceptable SolutionE1/AS1.7.4 Downpipes are secured to the outlet with 10 mm x 8 g screws. Downpipes must be secured to thebuilding with support brackets and fixings appropriate for the substrate and corrosion zone.7.5 Design detailing must ensure that Iplex Rainwater™ Systems can be mounted with a clearancefrom the bottom edge of the roofing. BRANZ Bulletin 509 recommends that the top of the backedge of the gutter is a maximum of 50 mm from the roofing. Where an eaves flashing is utilised,adequate clearance for the Iplex Rainwater™ Systems gutter must be provided.7.6 Whenever possible, the installation of Iplex Rainwater™ Systems should be completed after anypainting or coating is completed (e.g. painting of timber fascia boards).
	029:  Iplex Rainwater Systems Specification and Installation Guide at https://www.iplex.co.nz/assets/Uploads/Iplex-Rainwater-Specification-Installation-Guide_compressed.pdf
	019: Iplex Rainwater™ Systems should be kept clean and for optimal durability be periodically washeddown to remove any grime that may accumulate. Iplex Pipelines NZ Limited recommends manualwashing of rainwater systems every 12 months.
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