
Building Product Information Sheet
Product name:

Product line (the product line from which the product is customised):

Product description and its intended use (measurements, materials, usage):

Product identifier (if applicable):

Place of manufacture:
  Aotearoa New Zealand   Overseas

Legal and trading name of the manufacturer(s):

Legal and trading name of the importer (if applicable):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone No. (if applicable):

NZBN (if applicable):

BRM 8582 03/23

CLASS 1



CLASS 1: BUILDING PRODUCT INFORMATION SHEET

2

Relevant Building Code clauses:

Statement on how the building product is expected to contribute to compliance:

• options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
• standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
• physical properties of the building product

• how the building product is intended to be used.
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Limitations on the use of the building product:

Design requirements that would support the use of the building product:

Installation requirements:
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Maintenance requirements:

Is the building product/building product line subject to warning or ban under section 26?:

 Yes   No

If yes, description of the warning or ban under section 26:

Date: D  D  M M  Y  Y1  9  0 6  2  3


	002: N/A
	001: Plastec PVC-U Drain, Waste & Vent (DWV) fittings 
	003: Compliance: Plastec PVC-U DWV fittings are manufactured in accordance with AS/NZS 1260:2017- PVC-U pipes and fittings for drain, waste and  vent applications. ( Watermark  Certificate of Conformity  Number WM 023900)  (Plastec DWV fittings are coloured light grey as specified in AS/NZS 1260:2017 Plastec Injection-moulded plain wall PVC-U DWV fittings to this Standard are suitable for use in systems using SN classes up to and including SN16  pipe.SN stiffness class as referenced in AS/NZS 1260:2017  represents values in N/m/m eg:   SN16  has a stiffness of 16000 N/m/m.Product Code:   Plastec (Plastec branded product)Description: Plastec PVC-U DWV fittings are suitable for gravity sewer, drain, waste and vent applications Jointing: Solvent cement joints available in size DN100   and DN150    Applications: • Above ground or below ground gravity sewer, drain waste and vent applications• Domestic house drains• Urban gravity sewer mains• Abrasive slurries in quarrying and mining• Rainwater pipes and downpipes• Gravity sewer main applications  Fittings: Injection Moulded DWV Fittings (PVC-U) - Solvent Weld Joint (Iplex branded Coded ‘100’ Series) Injection Moulded fittings DN 100 - DN 150* Suitable for use in SN16 applications - Solvent Weld Joint (Plastec branded Coded ‘Plastec ’ Series) Injection Moulded fittings DN 100 - DN 150* Suitable for use in SN16 applicationsDesign & Installation: Plastec PVC-U DWV fittings should be installed in accordancewith the following Standards:• General Installation:AS/NZS 2032, “ Installation of PVC pipe systems”• Buried Structural Design:AS/NZS 2566 Part 1 and supplement 1. “Buried Flexible Pipelines -Structural Design”• Detailed Installation and Site Pressure Testing:AS/NZS 2566 Part 2 “Installation”Limitations: Plastec  PVC -U Drain, Waste & Vent fittings should not be used:• With aromatic and chlorinated hydrocarbons, ketones, esters and ethers• For any pumped pressure applications• At continuous service temperatures above 60ºC, or for intermittentdischarges of liquid above 75ºC• Without adequate support to the pipe both in above ground and belowground applications• Without adequate thrust support• In below ground applications where depth of cover is less than:-- 300mm where pipeline is not subject to vehicular loading-- 450mm where pipeline is subject to vehicular loading not in roadway-- 600mm where pipeline is subject to vehicular loading in sealedroadways-- 750mm where pipeline is subject to vehicular loading in unsealedroadways-- 750mm where pipeline is subject to construction equipment loadings• When exposed to direct sunlight above ground for applications or storage exceeding 24 months without protection. This protection may include pale coloured UV resistant paint systems, non-exposed location or physical shading
	004: Plastec DWV AS/NZS 1260   (Plastec series part number)
	005: Yes
	006: Yes
	012: 4414
	013: iplex,co.nz
	024: info@iplex.co.nz 
	025: 0800 800 262
	026: 9429038010378
	007: Plastec Australia Pty Ltd  (Trading as Plastec Australia Pty Ltd)  2 Enterprise Street Caloundra, QLD, 4551 A
	008: Iplex Pipelines NZ Ltd
	009: 67 Malden St
	010: Roslyn
	011: Palmerston North
	016: B2 Durability: Performance Clauses B 2.3.1 (a)  (i), (ii) and (iii),  (b)  and (c)  Correctly designed and installed drainage or pressure systems using Plastec PVC-U DWV fittingswill satisfy the performance requirements of both  Clause B2.3.1 (a) (50 years - services which are difficult to access or replace) and Clause B2.3.1 (b) (15 years - services which are moderately difficult to access or replace). Clauses (a) and (b) cover the majority of applications, with the exceptionof rainwater pipes used above ground which satisfy the requirements of N.Z.B.C. Clause B 2.3 (c). (5 years –services which are easy to access and replaceE1  Surface Water  AS1 Table 1 and table 4 quote AS / NZS 1260 - Plastec DWV fittings comply with AS / NZS 1260:2017,  ( Watermark  Certificate of Conformity WM 023900) G13 Foul Water  AS 1 Table1, - AS 2 Table 1 quotes AS / NZS 1260 -  Plastec DWV fittings comply with ANZS 1260:2017, , ( Watermark  Certificate of Conformity WM 023900) G14 Industrial Liquid Waste VM 1 Table 3  quotes AS / NZS 1260  - Plastec DWV fittings comply with NZS 1260:2017, ( Watermark  Certificate of Conformity WM 023900) 
	014: B2 Durability: Performance Clauses B 2.3.1 (a)  (i), (ii) and (iii),  (b)  and (c) E1  Surface Water  AS1 Table 1 and Table 4G13 Foul Water  AS 1 Table1, AS 2 Table 1G14 Industrial Liquid Waste VM 1 Table 3
	017: Plastec PVC-U Drain, Waste & Vent pipes and fittings,should not be used:i. With aromatic and chlorinated hydrocarbons, ketones, esters and ethersii. For any pumped pressure applicationsiii. At continuous service temperatures above 60°C or for intermittent discharges of liquid above 75°Civ. Without adequate support to the pipe in either, above ground or, below ground applicationsv. In below ground applications ( without added protection,) where depth of cover is less than:- 300mm where pipeline is not subject to vehicular loading- 450mm where pipeline is subject to vehicular loading not in roadways- 600mm where pipeline is subject to vehicular loading in sealed roadways- 750mm where pipeline is subject to vehicular loading in unsealed roadways- 750mm where pipeline is subject to construction equipment loadingvi. when exposed to direct sunlight above ground for service long term applications, without protection. This protection may include pale coloured U.V. resistant, water based, paint systems, non exposed location, or physical shading
	018: Design Requirements requiring compliance to E1, G13 and G14 support the use of Plastec PVC-U DWV  fittingsDesign & Installation: Plastec  PVC-U  DWV fittings  should be installed in accordancewith the following Standards:- General Installation:AS/NZS 2032, “ Installation of PVC pipe systems”- Buried Structural Design:AS/NZS 2566 Part 1 and supplement 1. “Buried Flexible Pipelines -Structural Design”- Detailed Installation and Site Pressure Testing:AS/NZS 2566 Part 2 “Installation”
	029: Design & Installation: Plastec  PVC-U  DWV fittings  should be installed in accordancewith the following Standards:- General Installation:AS/NZS 2032, “ Installation of PVC pipe systems”- Buried Structural Design:AS/NZS 2566 Part 1 and supplement 1. “Buried Flexible Pipelines -Structural Design”- Detailed Installation and Site Pressure Testing:AS/NZS 2566 Part 2 “Installation”-Iplex Pipelines NZ published installation, jointing and testing Guidelines
	019: None in normal service
	022: Off
	023: 01
	027: 
	028:  


